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Impact Skimmers IS200, IS400 & IS600 Assembly and Instructions 
  
            Impact Skimmers are designed to provide maximum fractionation with a minimum 
amount of maintenance.  Also, because of the injection method a smaller pump can be used 
for a given size tank. 

 
 The Impact Skimmer produces a much larger foam head than a standard venture skimmer.  A good starting point for the 
initial air/water level is 1” above the black center ring.  Setting the air/water level too high will produce foam that is too wet. The 
skimmer can easily be placed in the sump along with the water pump for running it by using the supplied vinyl for hook-up.  The 
output pipe provided allows the skimmer to be placed directly in the sump and ran with no modification. When installing the 
skimmer outside the sump place a bulkhead in the sump wall at the same height as the output pipe supplied.  The bulkhead 
fitting should be the next larger size that the output pipe provided with the skimmer. 
 The Impact skimmer can also be operated by teeing off the main return pump.  To do this, the output must be set 
according to the above guidelines and the input water adjusted to achieve the appropriate water level in the skimmer. 
 The keys to operating the skimmer are summed up as follows: 
 

1. Make sure the top of the output pipe is at least 1” below the center dividing ring. 

2. The input water should have a high enough flow rate to raise the water level 1” into the upper pipe. 

3. Raising the level by restricting the output will reduce the amount of foam produced. 

4. Do not modify the skimmer.  Buy the recommended pump. 

5. The skimmer output must be kept at or below the center black ring of the skimmer column. 

As with any skimmer, maintenance should be performed at least every other week.  The inside of the neck should be 
wiped clean and the cup removed and cleaned using nothing more than soapy water.  The cleaner the skimmer is kept, the more 
it will collect.  If the air input noticeably slows, remove the black barbed fitting at the top of the input pipe and clean to insure 
salt has not plugged the inside. 

 
Recommended Pumps: 
IS200 - CA2200 or RIO2500 
IS400 - CA3000 or RIO 3100 
IS600 - CA4000 
 
 
 

This Pro Clear Aquatic Systems product is covered by a Limited Lifetime Warranty for the original purchaser 
against defects in materials or workmanship (receipt required). 
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